Auslral erghl Metals

STAINLESS STEEL ROUND BAR

Random lengths, approximately 4 metres

ASTM A276, Ad44 ASTM A582
Grades 304, 316 Grade 303

3.18 1/8 50004487 | 50004490 | 0.06
476 | 3/16 50004494 | 50004496 | 0.15
6.00 50004498 | 50004499 | 0.23
6.35 1/4 50004502 | 50004504 | 50004506 | 0.26
794 | 5/16 50004509 | 50004511 0.41
8.00 50004486 0.41
9.53 3/8 50004513 | 50004515 | 0.56
10.00 50004516 | 50004518 | 50004519 | 0.64
12.00 50004527 | 50004530 | 0.92
12.70 172 50004533 | 50004535 | 50004537 1.04

15.88 5/8 50004543 50004545 50004546 1.62

16.00 50024564 50024565 1.64

19.05 3/4 50004551 50004553 50004556 2.33
20.00 50004560 50004561 2.57

22.23 7/8 50004562 50004563 50004566 3.17

25.00 50004571 50004569 4.01
25.40 1 50004574 50004576 50004578 4.14
30.00 50004583 50005335 5.78

31.75 11/4 50011249 50004586 50005327 6.47

3810 | 11/2 50004596 | 50004598 9.32
40.00 50004604 | 50004600 | 10.28
4445 | 13/4 50004607 | 50004609 | 12.69
50.00 50004613 | 50004611 | 16.06
50.80 2 50004612 | 50004618 | 16.57
63.50 | 212 50004622 | 50004626 | 25.90
76.20 3 50004943 | 50004629 | 50004631 | 37.29
88.90 | 31/2 50004932 | 50.76
101.60 4 50004633 | 50004634 | 66.29

Grades 304 and 316 have improved machinability
due to an addition of calcium.

Grade 303 has excellent machinability due to an additon of suphur, but this reduces
the corrosion resistance. The grade should not be used in water.

Refer to your local sales office for availability of current stock and other sizes which are not listed.
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